




The difference is in the detail
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 Metal and electrical
 Rubber and plastic
 Chemical
 Pharmaceutical
 Food

Ideal for use in the following industries:

 Paper
 Production
 Receiving
 Warehouse
 Shipping

	Plug and weigh

	 With IDNet digital interface (optional) to  
all ID terminals (2.5m or 5m cable)

	Certified resolution

		 Accuracy Class III, OIML 2 x 3000e MR, NTEP 5000d

	Frame Contruction

	 Steel, powder-coated (partially pre-zinc treated)

	Platter Construction

	 Stainless steel, 1.4301 or AISI304

	Load Cell Material and level of IP protection

		 Aluminum, IP65

Features

Dimensions

The PBA330 weighing platforms 
have several overload stops to 
ensure the best possible protection 
against overloads.

All platforms are supplied with a 
stainless steel load plate (material 
– EU: 1.4301, US: AISI304). 
The surfaces are brushed with a 
roughness depth of < 1 µm.

Stands can be attached on the long 
or short side on all models.

Highly durable frames are powder-
coated and pre-zinc treated where 
necessary. All rubber parts are 
durable and provide outstanding 
dampening characteristics.

Model a b c d e f g h

PBA330-A 6.9 9.4 2.4 3.1 9.3 11.8 0.9 1.7

PBA330-BB 9.2 11.8 2.6 3.4 13.2 15.9 0.9 1.7

PBA330-B 13.2 15.9 2.6 3.4 17.1 19.7 0.9 1.7

PBA330-BC 17.1 19.7 3.3 4.3 23.1 25.5 0.9 1.7

PBA330-CC 19.8 23.6 3.8 4.7 28.5 31.5 0.8 1.7

PBA330-QA 6.4 9 2.3 3 6.4 9 0.8 1.7

PBA330-QB 9.4 12 2.6 3.3 9.4 12 0.8 1.7

PBA330-QC 15.4 18 2.6 3.4 15.4 18 0.8 1.7

PBA330-QD 21.2 24 3.3 4.3 21.4 24 0.9 1.7



Accessories for PBA330 weighing platforms

Bench stand
• Painted frame

• 2 feet with rollers

• Fixed foot w/level screw

• Height: 560mm 

PBA330-B 15.8x19.7

PBA330-CC 23.6x31.5

Roller bed
• Runs lengthwise
•	Hot-galvanized for  

dry environments
•	Conductive Rollers  

(hazardous areas)
PBA330-B 15.8x19.7
PBA330-BC 19.7x25.5
PBA330-CC 23.6x31.5

Connection cable 
extension
32ft/10m long, pluggable 
at both ends, for separate 
placement of ID terminal.

Connection set for ID 
terminal
For extension of the 
connection cable to 328ft.
 

Special cable on reel
328ft, for use in conjunction with 
the connection set for extension 
of the connection cable for ID 
terminals.

Pillar support
To fasten terminal on the
bench stand, incl. fastening 
material, painted.
For:	 ID terminals
	 IND4 terminals

Floor stand
Incl. fastening material, painted.
For:	 ID terminals
	 IND4 terminals

Scale stand
To fasten terminal on  
weighing platform, painted.
Height 13 in or 26 in
For:	 ID terminals
	 IND4 terminal
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Quality certification. Development, pro-
duction, and auditing in accordance with 
ISO9001. Environmental management system 
in accordance with ISO14001.

Tailored Services. Our extensive service 
network is among the best in the world and 
ensures maximum availability and service life 
of your product.

Conformité Européene
This label is your guarantee that our products 
conform to the latest guidelines.

Visit for more information




