


Symbol Spark” LS 1000 Scanner Series
Specification Highlights

Performance Characteristics

Light Source: 670+10 nm laser diode CAUTION
Scan Rate: 36 +3 scans per second ““"":i';‘?:?ffff""“
Print Contrast: 25% minimum reflectance SRR
Decode Capability: LS 1004: UPC/EAN, Code 39, Code 39 full ASCII, Code 128, Code 93,
CODABAR, Interleaved 2 of 5, Discrete 2 of 5; LS 1000: undecoded
Interface Type: RS-232-C, Synapse Smart Cables (LS 1004)
Regulatory: Complies with UL, CSA and VDE; conforms to FCC Class A
and Class B limits
Voltage: 4.75 to 14.5 VDC
Current: 80-100 mA typical ‘ c E
Laser Class: CDRH Class Il, IEC Class 2

User Environment

Ambient Light: Immune to normal artificial indoor and natural outdoor
(direct sunlight) lighting conditions

Operating Temperature: 32° to 104° F/0° to 40°C

Storage Temperature: -40° to 140° F/-40° to 60°C
Humidity: 5% to 95% noncondensing
Drop Spec: 4'/1.2 m to concrete

Weight: 4.05 to 4.08 0z./115-120 gm
Range

Symbol Density From Min. To Max.

5 mil 1in./2.54 cm 2.3in./5.8cm
7.5 mil contact 5in./12.7 cm
100% UPC contact 9in./22.9 cm
20 mil 2in./5cm 15in./38 cm

Key Accessories

Desktop/countertop stand P/N: KT-17491-01
P/N: 20-31195-01 (LS 1004 only)

Adjustable hands-free stand

Warranty

Symbol’s Spark LS 1000 Scanner Series is warranted against
defects in workmanship and materials for a period of 18 months
from the date of shipment, provided that the product remains
unmodified and is operated under normal and proper conditions.

Specifications are subject to change without notice. Symbol Smart Line and Spark are trademarks and Synapse is a
registered trademark of Symbol Technologies, Inc. Mylar® is a registered trademark of the DuPont Company.

For system, product or services availability and specific information within your country,
please contact your local Symbol Technologies office or Certified Business Partner.
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Corporate Headquarters

Symbol Technologies, Inc.

One Symbol Plaza, Holtsville, NY 11742-1300
TEL: 1-800-722-6234/1-516-738-2400

FAX: 1-516-738-5990

International Headquarters

Symbol Technologies International
13 Oaklands Park, Wokingham,

Berkshire, England RG41 2FD

TEL: 44-118-9771399/FAX: 44-118-9771986

For Africa

Symbol Technologies Africa, Inc.
Block B2

Rutherford Estate, 1 Scott Street
Waverley 209, Republic of South Africa
TEL: 27-11-4405668/FAX: 27-11-4406191

For Asia & Australia

Symbol Technologies Asia, Inc.
230 Victoria Street

#04-05 Bugis Junction Office Tower
Singapore 188024

TEL: 65-337-6588/FAX: 65-337-6488

For Canada

Symbol Technologies Canada, Inc.
2540 Matheson Boulevard East
Mississauga, Ontario, Canada L4W 472
TEL: 1-905-629-7226/FAX: 1-905-629-9765

For Europe & the Middle East

Symbol Technologies International
13 Oaklands Park, Wokingham,

Berkshire, England RG41 2FD

TEL: 44-118-9771399/FAX: 44-118-9771986

For Latin America

Symbol Technologies

7900 Glades Road

Suite 340

Boca Raton, FL 33434

TEL: 1-800-347-0178/1-407-438-1275
FAX: 1-407-483-3922
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contact us at:

http://www.symbol.com

E-mail: info@symbol.com
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